
114 

40 CFR Ch. I (7–1–08 Edition) § 61.150 

§ 61.150 Standard for waste disposal 
for manufacturing, fabricating, 
demolition, renovation, and spray-
ing operations. 

Each owner or operator of any source 
covered under the provisions of 
§§ 61.144, 61.145, 61.146, and 61.147 shall 
comply with the following provisions: 

(a) Discharge no visible emissions to 
the outside air during the collection, 
processing (including incineration), 
packaging, or transporting of any as-
bestos-containing waste material gen-
erated by the source, or use one of the 
emission control and waste treatment 
methods specified in paragraphs (a) (1) 
through (4) of this section. 

(1) Adequately wet asbestos-con-
taining waste material as follows: 

(i) Mix control device asbestos waste 
to form a slurry; adequately wet other 
asbestos-containing waste material; 
and 

(ii) Discharge no visible emissions to 
the outside air from collection, mixing, 
wetting, and handling operations, or 
use the methods specified by § 61.152 to 
clean emissions containing particulate 

asbestos material before they escape 
to, or are vented to, the outside air; 
and 

(iii) After wetting, seal all asbestos- 
containing waste material in leak- 
tight containers while wet; or, for ma-
terials that will not fit into containers 
without additional breaking, put mate-
rials into leak-tight wrapping; and 

(iv) Label the containers or wrapped 
materials specified in paragraph 
(a)(1)(iii) of this section using warning 
labels specified by Occupational Safety 
and Health Standards of the Depart-
ment of Labor, Occupational Safety 
and Health Administration (OSHA) 
under 29 CFR 1910.1001(j)(4) or 
1926.1101(k)(8). The labels shall be 
printed in letters of sufficient size and 
contrast so as to be readily visible and 
legible. 

(v) For asbestos-containing waste 
material to be transported off the facil-
ity site, label containers or wrapped 
materials with the name of the waste 
generator and the location at which 
the waste was generated. 

VerDate Aug<31>2005 07:58 Aug 07, 2008 Jkt 214149 PO 00000 Frm 00124 Fmt 8010 Sfmt 8010 Y:\SGML\214149.XXX 214149 E
C

01
M

Y
92

.0
06

<
/G

P
H

>

eb
en

th
al

l o
n 

P
R

O
D

P
C

60
 w

ith
 C

F
R



115 

Environmental Protection Agency § 61.150 

(2) Process asbestos-containing waste 
material into nonfriable forms as fol-
lows: 

(i) Form all asbestos-containing 
waste material into nonfriable pellets 
or other shapes; 

(ii) Discharge no visible emissions to 
the outside air from collection and 
processing operations, including incin-
eration, or use the method specified by 
§ 61.152 to clean emissions containing 
particulate asbestos material before 
they escape to, or are vented to, the 
outside air. 

(3) For facilities demolished where 
the RACM is not removed prior to dem-
olition according to §§ 61.145(c)(1) (i), 
(ii), (iii), and (iv) or for facilities de-
molished according to § 61.145(c)(9), ade-
quately wet asbestos-containing waste 
material at all times after demolition 
and keep wet during handling and load-
ing for transport to a disposal site. As-
bestos-containing waste materials cov-
ered by this paragraph do not have to 
be sealed in leak-tight containers or 
wrapping but may be transported and 
disposed of in bulk. 

(4) Use an alternative emission con-
trol and waste treatment method that 
has received prior approval by the Ad-
ministrator according to the procedure 
described in § 61.149(c)(2). 

(5) As applied to demolition and ren-
ovation, the requirements of paragraph 
(a) of this section do not apply to Cat-
egory I nonfriable ACM waste and Cat-
egory II nonfriable ACM waste that did 
not become crumbled, pulverized, or re-
duced to powder. 

(b) All asbestos-containing waste ma-
terial shall be deposited as soon as is 
practical by the waste generator at: 

(1) A waste disposal site operated in 
accordance with the provisions of 
§ 61.154, or 

(2) An EPA-approved site that con-
verts RACM and asbestos-containing 
waste material into nonasbestos (as-
bestos-free) material according to the 
provisions of § 61.155. 

(3) The requirements of paragraph (b) 
of this section do not apply to Cat-
egory I nonfriable ACM that is not 
RACM. 

(c) Mark vehicles used to transport 
asbestos-containing waste material 
during the loading and unloading of 
waste so that the signs are visible. The 

markings must conform to the require-
ments of §§ 61.149(d)(1) (i), (ii), and (iii). 

(d) For all asbestos-containing waste 
material transported off the facility 
site: 

(1) Maintain waste shipment records, 
using a form similar to that shown in 
Figure 4, and include the following in-
formation: 

(i) The name, address, and telephone 
number of the waste generator. 

(ii) The name and address of the 
local, State, or EPA Regional office re-
sponsible for administering the asbes-
tos NESHAP program. 

(iii) The approximate quantity in 
cubic meters (cubic yards). 

(iv) The name and telephone number 
of the disposal site operator. 

(v) The name and physical site loca-
tion of the disposal site. 

(vi) The date transported. 
(vii) The name, address, and tele-

phone number of the transporter(s). 
(viii) A certification that the con-

tents of this consignment are fully and 
accurately described by proper ship-
ping name and are classified, packed, 
marked, and labeled, and are in all re-
spects in proper condition for transport 
by highway according to applicable 
international and government regula-
tions. 

(2) Provide a copy of the waste ship-
ment record, described in paragraph 
(d)(1) of this section, to the disposal 
site owners or operators at the same 
time as the asbestos-containing waste 
material is delivered to the disposal 
site. 

(3) For waste shipments where a copy 
of the waste shipment record, signed by 
the owner or operator of the designated 
disposal site, is not received by the 
waste generator within 35 days of the 
date the waste was accepted by the ini-
tial transporter, contact the trans-
porter and/or the owner or operator of 
the designated disposal site to deter-
mine the status of the waste shipment. 

(4) Report in writing to the local, 
State, or EPA Regional office respon-
sible for administering the asbestos 
NESHAP program for the waste gener-
ator if a copy of the waste shipment 
record, signed by the owner or operator 
of the designated waste disposal site, is 
not received by the waste generator 
within 45 days of the date the waste 
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was accepted by the initial transporter. 
Include in the report the following in-
formation: 

(i) A copy of the waste shipment 
record for which a confirmation of de-
livery was not received, and 

(ii) A cover letter signed by the waste 
generator explaining the efforts taken 
to locate the asbestos waste shipment 
and the results of those efforts. 

(5) Retain a copy of all waste ship-
ment records, including a copy of the 
waste shipment record signed by the 
owner or operator of the designated 
waste disposal site, for at least 2 years. 

(e) Furnish upon request, and make 
available for inspection by the Admin-
istrator, all records required under this 
section. 

[55 FR 48429, Nov. 20, 1990; 56 FR 1669, Jan. 16, 
1991, as amended at 68 FR 54793, Sept. 18, 
2003] 

§ 61.151 Standard for inactive waste 
disposal sites for asbestos mills and 
manufacturing and fabricating op-
erations. 

Each owner or operator of any inac-
tive waste disposal site that was oper-
ated by sources covered under § 61.142, 
61.144, or 61.147 and received deposits of 
asbestos-containing waste material 
generated by the sources, shall: 

(a) Comply with one of the following: 
(1) Either discharge no visible emis-

sions to the outside air from an inac-
tive waste disposal site subject to this 
paragraph; or 

(2) Cover the asbestos-containing 
waste material with at least 15 centi-
meters (6 inches) of compacted non-
asbestos-containing material, and grow 
and maintain a cover of vegetation on 
the area adequate to prevent exposure 
of the asbestos-containing waste mate-
rial. In desert areas where vegetation 
would be difficult to maintain, at least 
8 additional centimeters (3 inches) of 
well-graded, nonasbestos crushed rock 
may be placed on top of the final cover 
instead of vegetation and maintained 
to prevent emissions; or 

(3) Cover the asbestos-containing 
waste material with at least 60 centi-
meters (2 feet) of compacted non-
asbestos-containing material, and 
maintain it to prevent exposure of the 
asbestos-containing waste; or 

(4) For inactive waste disposal sites 
for asbestos tailings, a resinous or pe-
troleum-based dust suppression agent 
that effectively binds dust to control 
surface air emissions may be used in-
stead of the methods in paragraphs (a) 
(1), (2), and (3) of this section. Use the 
agent in the manner and frequency rec-
ommended for the particular asbestos 
tailings by the manufacturer of the 
dust suppression agent to achieve and 
maintain dust control. Obtain prior 
written approval of the Administrator 
to use other equally effective dust sup-
pression agents. For purposes of this 
paragraph, any used, spent, or other 
waste oil is not considered a dust sup-
pression agent. 

(b) Unless a natural barrier ade-
quately deters access by the general 
public, install and maintain warning 
signs and fencing as follows, or comply 
with paragraph (a)(2) or (a)(3) of this 
section. 

(1) Display warning signs at all en-
trances and at intervals of 100 m (328 
ft) or less along the property line of the 
site or along the perimeter of the sec-
tions of the site where asbestos-con-
taining waste material was deposited. 
The warning signs must: 

(i) Be posted in such a manner and lo-
cation that a person can easily read 
the legend; and 

(ii) Conform to the requirements for 
51 cm×36 cm (20″×14″) upright format 
signs specified in 29 CFR 1910.145(d)(4) 
and this paragraph; and 

(iii) Display the following legend in 
the lower panel with letter sizes and 
styles of a visibility at least equal to 
those specified in this paragraph. 

Legend Notation 

Asbestos Waste Disposal 
Site.

2.5 cm (1 inch) Sans Serif, 
Gothic or Block 

Do Not Create Dust ............... 1.9 cm (3⁄4 inch) Sans Serif, 
Gothic or Block 

Breathing Asbestos is Haz-
ardous to Your Health.

14 Point Gothic. 

Spacing between any two lines must be 
at least equal to the height of the 
upper of the two lines. 

(2) Fence the perimeter of the site in 
a manner adequate to deter access by 
the general public. 
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